WOOD STOVE INSTALLATION CHECKLIST

MASSACHUSETTS STATE

Permit BUILDING CODE COMMISS | ON
A building permit is required for the installation of any solid fuel burning
appliance. The building permit and installation inspection are limited to the
stove installation and not to the stove construction.
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A Tyecsradiant circulating
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A} Materials

Hearth B) Sub-floor construction

C) Minimum dimensions (refer to diagram)

ClearanceS and Wall Protection(see stove installation clearances chart)

A)  Type of wall protection provided
B) Clearances (refer to diagrams)
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STOVE INSTALLATION CLEARANCES

TYPICAL WALL PROTECTION
Combustible 4" Asbestos Millboard Concrete/Hasonry
Stove Components Haterlatl Spaced Out " 3. foundation Wall W Brick Vencer
Radlant Stove 1. "
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Clrculating Stove 1. It . . .
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A."Radlant Stove 360 18" 6 18
—Slde/Back _ -
A. Clrculating Stove 120 6 6 6
—Side/Back —
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Slingle Watl 2 re 12 6 8
~_Connector Pipe . o
. DoublTe Wall or
fnsulated 9 6" i 6
Conncctor Plipe e
C. Chimney Helight three (1) feet above adlacent roof and
{Metal or Masonry) two {2) feet above any roof rldge within (0 feet
: Y ) A ge = I° I
[T a damper Ts not Included o the s(ove construction,
0. Oamper 1t must be [nstalfed In the caomnectar plpe
T Front: Fuel or ash access side. ST
2. Thimble requlired for passage through combustible constructlon
}J. Hon-combustiblc spacers required.
ho Clearances on each slde of 3 radlant stove with a heat shleld shall he measured as tf 4 circutacing type




